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♦Customer information
	・Your company's name：

	・Name of person in charge：

	・Department：

	・Address and Zip code：


	・TEL：

	・FAX：
	・E-mail：




（１）Drive system　　　Manual  /  Electric　　　（２）Number of units　　　　　units 

♦For an electric winch
①Supplied power　　　　　AC　　　　V　　　　Hz　　Single-phase / Three-phase
②Winding speed　　　m/min （If there is a range of speed　　　　m/min～　m/min）
③Operation method　　　　Control panel   /  Push button switch

♦Specifications common to Electric / Manual Winch
①Tensile force of wire    kgf/piece   ②Number of wires    pieces
③Winding length　　　      m　  　  ④Groove of wire on drum　　　With / Without
⑤Diameter of used wire　φ 　mm　　  ⑥Wire holding device　　　With / Without
⑦Clutch　　　　　　　With / Without   ⑧Limit switch　　　　　With / Without
⑨Installation location Outdoors / Indoors 
(Salt damage, Waterfront, Dust, High temperature, Low temperature, Clean room, Chemicals, etc.) 
⑩Attachment direction　Horizontal / Vertical　　⑪Frequency of use　　　　　　　　　
⑫Other special notes：　　　　　　　　　　　　　　　　　　　　　　　　　　　　　　　　　　　　　　
　　　　　　　　　　　　　　　　　　　　　　　　　　　　　　　　　　　　　　　　　　　　　　　　　　  
If there is no product model suitable for your use in the product lineup or you cannot decide on any model, please fill in the required information below and send it to MAXPULL by e-mail or FAX. We will select and recommend the model that is suitable for your use.





Model selection sheet





Detailed specifications








